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2026 MARZO Inchieste UNIPLAST
ISO TC 61  “Plastics”
- IS0/PWI 472-5  Plastics — Vocabulary — Part 5: Physical-chemical properties  
- IS0/NP 26460  Plastics - Polyolefin separator for lithium-ion batteries -Specifications and test methods
- IS0/NP 26708  Fiber-reinforced polyester moulding compounds clapboard products for cable channel — Performance test
- ISO/DTR 19032  Plastics — Use of polyethylene reference film (PERF) for monitoring laboratory and outdoor weathering conditions
- IS0/DIS 178  Plastics — Determination of flexural properties
- IS0/DIS 10364  Structural adhesives — Determination of the pot life and working life of multi-component adhesives
- IS0/DIS 1268-8  Fibre-reinforced plastics — Methods of producing test plates — Part 8: Compression moulding of SMC and BMC
- IS0/DIS 24819  Experimental characterisation of the compaction response of fibrous reinforcements for liquid composite moulding
- IS0/DIS 24823  Test method for the experimental characterisation of out-of-plane permeability of fibrous reinforcements for liquid composite moulding
- IS0/DIS 24862  Plastics — Polyols for use in the production of polyurethanes — Determination of degree of unsaturation for polyols by Raman spectrometric method
- IS0/DIS 24993  Plastics — Rotational moulded polyethylene water storage tanks 
- IS0/DIS 25188  Glass fibre — Determination of density
- IS0/DIS 25795  Plastics — Determination of fracture toughness (JIc) – The load separation criterion-based method
- IS0/FDIS 844  Rigid cellular plastics — Determination of compressive properties
- IS0/FDIS 3451-1  Plastics — Determination of ash — Part 1: General methods
- IS0/FDIS 8810  Plastics — Determination of residual peroxide — Gas chromatography method
- IS0/FDIS 19935-2  Plastics — Temperature modulated DSC — Part 2: Measurement of specific heat capacity cp
- IS0/FDIS 24829  Plastics — Polyether polyols and polymer polyols — Determination of aldehydes and ketones
· Draft Resolutions C01/2026 and C02/2026 to change the title and scope of  ISO/DIS 10840 Plastics — Guidance for the use of standard fire tests
· Draft Resolutions C03/2026 and C04/2026 to change the title and scope of ISO/DIS 23648 Plastics — Fire performance test on water-filled plastic pipes

ISO TC 138  “Plastics piping systems and ducting systems”
· IS0/NP 26650  Glass-reinforced thermosetting plastics (GRP) pipes and fittings — Test method to determine the Ultimate Elastic Wall Stress (UEWS)
· IS0/NP 26678  Ultra-high-molecular-weight polyethylene (PE-UHMW) and High-molecular-weight polyethylene (PE-HMW) pipes, fittings and assemblies — Determination of melt volume-flow rate
- IS0/CD 15874-1 Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 1: General
- IS0/CD 15874-2  Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 2: Pipes
- IS0/CD 15874-3  Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 3: Fittings
- IS0/CD 15874-5  Plastics piping systems for hot and cold water installations — Polypropylene (PP) — Part 5: Fitness for purpose of the system
- IS0/CD TS 19480   Polyethylene pipes and fittings for the supply of gaseous fuels or water — Training and assessment of fusion operators
· IS0/DIS 4433-1 Thermoplastics piping systems — Preliminary evaluation of the resistance to chemicals — Part 1: Test method
· IS0/DIS 4433-2  Thermoplastics piping systems — Preliminary evaluation of the resistance to chemicals — Part 2: Polyolefin piping components-polybutene (PB), polyethylene (PE), crosslinked polyethylene (PE-X), polypropylene (PP)
· IS0/DIS 4433-3  Thermoplastics piping systems — Preliminary evaluation of the resistance to chemicals — Part 3: Unplasticized poly(vinyl chloride) (PVC-U), high-impact poly(vinylchloride) (PVC-HI), modified poly(vinylchloride) (PVC-M), alloy poly(vinylchloride) (PVC-A), oriented  poly(vinylchloride) (PVC-O) and chlorinated poly(vinyl chloride) (PVC-C) piping components
· IS0/DIS 4433-4  Thermoplastics piping systems — Preliminary evaluation of the resistance to chemicals — Part 4: Poly(vinylidene fluoride) (PVDF) and Ethylenechlorotrifluoroethylene (ECTFE) piping components
· IS0/DIS 12176-6.2  Plastics pipes and fittings — Equipment for fusion jointing polyethylene systems — Part 6: Electrofusion Control Unit (ECU) function testing
· IS0/DIS 15494.2 Plastics piping systems for industrial applications - Polybutene (PB), polyethylene (PE), polyethylene of raised temperature resistance (PE-RT), crosslinked polyethylene (PE-X), polypropylene (PP) - Metric series for specifications for components and the system 
· IS0/FDIS 11301-1 Piping systems for rehabilitation of underground gas supply networks — Part 1: Polyethylene (PE) material

CEN TC 155  “Plastics piping systems and ducting systems”
- prEN 14541-1  Plastics pipes and fittings - Utilisation of thermoplastic materials in a circular economy - Part 1: Vocabulary
- prEN ISO 15494.2  Plastics piping systems for industrial applications - Polybutene (PB), polyethylene (PE), polyethylene of raised temperature resistance (PE-RT), crosslinked polyethylene (PE-X), polypropylene (PP) - Metric series for specifications for components and the system (ISO/DIS 15494:2026)
- FprEN ISO 844 Rigid cellular plastics - Determination of compressive properties (ISO/FDIS 844:2026)
- Request for comments on Guidance MFR/OIT (WG28)  Thermoplastic piping systems –Guidance on how to use MFR and OIT tests in non-pressure product standards
· DEC 1627 NWI for rev CEN/TS 1401-2  Plastics piping systems for non-pressure underground drainage and sewerage - Unplasticized poly(vinyl chloride) (PVC-U) - Part 2: Guidance for the assessment of conformity
· Active WI for adoption of ISO 18488:2025 unchanged as EN ISO 18488 - ISO 18488:2025 Polyethylene (PE) materials for piping systems - Determination of Strain Hardening Modulus in  relation to slow crack growth — Test method

CEN/TC 249 “Plastics”
· prEN ISO 178  Plastics - Determination of flexural properties (ISO/DIS 178:2026)
· FprEN ISO 3451-1  Plastics - Determination of ash - Part 1: General methods (ISO/FDIS 3451-1:2026)
· Adoption of NWI “Plastics — Vocabulary — Part 6: Ageing, chemical and environmental resistance” and approval of VA with ISO lead
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